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 Ecodezox        
          

 

Characteristics: Aluminum used for dezoxidation in steel production. 

Shredded aluminium is suitable material usable like ecological substitution of aluminium ingots and 

Pyramids. 

 

Casting 

 Averige chemical content: 

 Si 8-9%   Cu 2,5-3,5%  Fe 0,5-0,8% 

 Mg 0,2-0,4%  Mn 0,3-0,5%  Zn 0,5-0,8% 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Mixed sheet 

 Al content  97%  Cu max 1%  Si max 1% 

 Zn  max 1% Mg max 1% 
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Tube (alloy 6082, 6083) 

 Al content  98%  Cu max 0,8%  Si max 0,8% 

 Zn max  0,8%  Mg max 0,8% 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

profile (alloy 6060, 6063) 

 Al content  98%  Cu max 0,8%  Si max 0,8% 

 Zn max 0,8%  Mg max 0,8% 
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Mixed aluminium (size between 4-10 mm) 

 Metal content 90%  Al content of metal content 95% Cu max 1,5%   

Si max 1,5%  Zn max 1,5%   Mg max 1,5% 

 Other mechanical impurities (wood, paper, plastic) 10% 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Mixed Aluminium (size between 1,4-4 mm) 

 Metal content 55%  Al content of metal content 97% Cu max 1%  

Si max 1%  Zn max 1%   Mg max 1% 

Other mechanical impurities (wood, paper, plastic) 45% 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
Amount:    up to  400t/monthly   
            
    

 

           


